
16 Fans and drive concepts for rail technology · Edition 2018-09

aterial s rface 
 ■ Scroll housing  PA66 plastic  black
 ■ mpeller  PA66 plastic  black

M echa nica l  d a ta
 ■ Mode  ontinuous operation S1
 ■ Mounting: Maintenance-free ball bearings
 ■ Cable exit: lateral

S ta nd a rd s a nd  a p p rov a l s
 ■ onformit  ith standards  see page 6
 ■ Approvals: EAC

on age ra ings

on age C onnection d ia gra m s a nd  technica l  f ea tu res

on age T echnica l  p a ra m eters &  scop e

M ore a t w w w . eb m p a p st. com

E    d al centrif gal fans
vorward curved with housing, Ø 097 mm

M ea su ring req u irem ents 
Air performance measured according to  S  5801  installation categor  A  ith ebm-papst scroll housing ithout contact protection. 
ntake-side sound le el  LwA according to S  13347  LpA measured at 1 m distance from fan axis. he alues gi en are onl  applicable

under the specifi ed measuring conditions and ma  di  er depending on the installation conditions. n the e ent of de iation
from the standard confi guration  the parameters must be checked in installed condition.
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oltage range 1 - 2  

A

     

      I    Any - ..+
Motor: 
P  M

Electr.: 
P  
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Motor: 
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P  
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oltage range -1 8  

C

     

     III    Any - ..+ P B BA
     8

     8

     8

V a l u es set in b l u e are nominal data at operating point with maximum load. 

Sub ect to change
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E    d al centrif gal fans    09  
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A       al centrif gal fan

B       al centrif gal fan
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P in a ssignm ent:  see connection diagrama le halogen-free

BETAtrans® G  R 2.5 mm²  2x crimped ferrules bro n  black

BETAtrans® G  R 1.0 mm²  4x crimped ferrules ello  orange  blue  hite
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P in a ssignm ent:  see connection diagrama le halogen-free

BETAtrans® 3 G  6.0 mm²  2x crimped ferrules bro n  black

BETAtrans® 3 G  1.0 mm²  x crimped ferrules ello  hite
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E    d al centrif gal fans    09  
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C       al centrif gal fan

2.5
11
60

139.5

685
1000

10
60

13
6

104
75.5
100
335

351

217.5

99
17

0.
5

18
1045

64
.5

9010
1

Ø4.5

325.5
331.5

 0
-3

±1

 0 -0
.5

 0 -1

±
10

+
20

 0
-3

1

P in a ssignm ent:  see connection diagrama le halogen-free

BETAtrans® G  Flex R  10G 1.0 mm²  10x crimped splices
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